
 

         ULTRASONIC CLEANING BATH 

 
FEATURES: 
 

 Switch mode technology. 

 Automatic frequency tuning for maximum output 

 Low transducer losses permit maximum cleaning action. 

 Protection against short circuit, over voltage and over temperature.  

 Micro controller base digital timer. 

 Rugged and easy to clean stainless steel housing. 

 Extensively protected electronics circuits for longer and safe 

operation. 

TECHNICAL SPECIFICATION: 

 Material of construction: Stainless steel grade AISI 304. 

 Digital Timer 60 minutes with Settable Ultrasonic.                                                       (Actual image may change) 

 Ultrasonic Generator With latest MOSFET based Technology  

 Temp. Controller: Digital Temp. controller cum indicator and PT100 sensor  

 Ultrasonic Frequency: 33 +/-3 kHz  

 Display: Digital LED display. 

 Input Supply: 230VAC 50hz. 

 Water Outlet:  ½ inch ball valve for cleaning the tank. 

 Puff solution covered outside of the tank to safeguard the transducer & maintains the water 

temperature. 

 
 

 
 

 

 

 

 

 

 

 

 



 
 

                   TECHNICAL SPECIFICATION 
 

 

MODEL OUTER DIMENSION 

(WxDxH) 

CAPACITY USB POWER HEATER POWER 

UCB 3.3 L 230x150x100 mm 3.3 L 100W 250W 

UCB 4.5 L 230x135x150 mm 4.5 L 100W 250W 

UCB 7.5 L 230x135x150 mm 7.5 L 150 W 250W 

UCB 10 L 305x230x150mm 10 L 250W 500W 

UCB 15 L 380x280x150mm 15 L 350 W 500 W 

UCB 20 L 355x305x200mm 20 L 400 W 500 W 

UCB 30L  385x385x200mm 30 L 450 W 800 W 
 

OPTIONAL ITEM: 

COVER LID- STAINLESS STEEL 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

MEHROTRA BIOTECH PVT. LTD. 
M&M TOWER B-22 23 VIBHUTI KHAND GOMTI NAGAR, 

Lucknow 226010. 

Tel + 91 522- 2720663  

E-mail: sales@mehrotrabiotech.com, contact@mehrotrabiotech.com 

Website: www.mehrotrabiotech.com 
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